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. RESINS
CSTICO®matt TS 100 SP
Type Aqgueous matting paste for 1K systems.
Description CSTICO®matt TS 100 is a matting paste with a very narrow particle size

distribution. This offers excellent performance for matting. CSTICO®matt TS
100 is used as a stand-alone matting agent in 1K formulations.

Use The new matting paste is thixotropic. Despite the high solid content (approx.
15%) CSTICO®matt TS 100 can be easily processed with low shear force.
This means that CSTICO®matt TS 100 can be used universally and even as
a post-additive. The recommended application concentration is 3 - 10 %,
calculated on the complete formulation.

Specification Solid content: approx. 15%
Viscosity: 1,500 +/- 200 mPas (Brookfield, Spindle 4 — 40 rpm)
pH value: approx. 7,7 (23,0 °C)

Storage Storage in original sealed delivery containers.
Recommended storage temperature: > 5 - 30 °C
Protection against frost, heat and foreign material.
The product is sensitive to frost.

Container 30 kg hobbocks, 200 kg lidded drums and 1000 kg IBC's.
Other containers on request.

Durability The product can be used for at least 6 months if stored properly.

It is beyond our control, how and for what purpose you do use our products and technical support as well as information (spoken, written or product rating). Including
any suggested formulations and recommendations. Therefore, it is necessary that you verify our products and our technical recommendations, if our products and
advices are suitable for your applications. These application specific analyses must include terms of technical application, health, safety and environment. Such studies
have not been done by us, necessarily. Unless otherwise agreed, all products are sold only in accordance to our general conditions of sale. If required we will send
you our general conditions of sale via mail. All information and technical assistance is provided without warranty (subject may be changed). It is agreed expressly that
you assume all liability for any consequences of the use of our products, technical support and our information and hold us harmless from all liability in this regard.
Herein, not contained statements or suggestions are not authorized and do not obligate us. No statement herein is to be taken as a recommendation to use any product
at any claim regarding material or its use. No implied or actual license is granted under any patent claims.

Please have a look on our general terms and conditions on www.csc-jaekle.de
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